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REYNOARCH"®

CONSTRUCTION CHEMICAL

TAC 1T 305
GENERAL PURPOSE TILE ADHESIVE FOR INETRNAL USE

FAB (Features, Benefits & Advantages)

® High strength polymer modified cement adhesive

@ Easy to mix with water & easy application process REYNOARCH |

® Single component, cement based thin set tile adhesives for TILE ADH E51\-TE
internal dry area

® For installation of tiles on floors and walls.

® To install tiles on cement-based substrates like cement plaster,
cement concrete, cement screed stc

® For all types of ceramic tiles

Coverage

e Approx. 45 to 50 sg.ft. per 20 Kg pack, using bmm x 6mm
sguare notched trowel for a bed of 3Imm

® Coverage will depend on the nature and flatness of the

surface and the method of application Color

Grey

Packaging
20 kg

® For good coverage, it is must that all surfaces are smooth,
plumb, level and free from defects and undulations

Working Properties at 27° C

& TAC 1T 305 Adhesive mixed with water
® Pot Life 2 Hours'
® Time To Heavy Traffic 16-24 hours

Technical data

Property: Test .

icthed Raqu |rfime |:|t Typical Values
Tensile Adheslon

Diry Condition— Minimum .50

Annex A [Clauss 5.1) 0.50 N/mm? # i
Shear Adhesaon

Dy Condition — Minimum 1.00

Annex B (Clause 5.2) 1.00 Nf/mm? Mt
Slip Resistance

Slip Rosistance -

Annex E (Clause 5.5) =SGmm 0.40-0.45 mm

Working Properties at 27° C

TAC 1T 305 complies to IS 15477:2019, CML No. 8400211808
"Type 1T" Also complies with EN C1 classificaation




REYNOARCH"®

CONSTRUCTION CHEMICAL

TAC 1T 307
GENERAL PURPOSE TILE ADHESIVE FOR VITRIFIED TILE

FAB ( Features, Benefits & Advantages )
. High strength polymer modified cement adhesive

P
REYNOARCH |

. Easy to mix with water & easy application process
7R YRARRE g TILE ADHESIVE

. For installation of tiles on floors and walls

. To'install tiles on cement-based substrates like cement plaster,
cement concrete, cement screed etc

. For all types of ceramic tiles & vitrified tiles

1T 307

. Can be used for tile on tile applications S ok R N S

L=t T
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! FOR INTERNAL USE
WALL AND FLOOR 2ﬂ

I‘mﬂml- T-ITmﬂTII

Coverage

. Approx. 45 to 50 sq.ft, per 20 Kg pack, using emm x 6mm
square notched trowel for a bed of 3mm

. Coverage will depend on the nature and flatness of the
surface and the method of application

. For good coverage, it is must thatall surfacesare smooth, Packaging Colour
plumb, level and free from defects and undulations 20ke Grey & White

Working Properties at 27° C

. TAC 1T 307 Adhesive mixed with water
. Pot Life 2 Hours'

. Time To Heavy Traffic 16 - 24 hours
Technical data

N 15 Data
Property: Test -
| wathol EFq-I.Jl_I_I'-I'I_EI'_I-I‘: - Typical Values
B ) Tenadle &dhesion
Dry Condition - ' Mimimum 0.55-0.65
Annex A [Clause 5.1) .50 N/mm’ N/mm?
Shear Adhetion
Ory Condition = : Minimum 1.05-1.20
Annex B [Clause 5.2) | 1,00 Mfmm? W/ rm?
) __E:Iip_lzﬁ_l.-_':.i.‘-l ance )
Slip Resistance —
Annex E (Clause 5.5 <0.50 mm 0.40-0.45 mm

Standard

TAC 1T 307 complies ta IS5 15477:2019, CML No. 8400211808 “Type 11"
Also complies with EN CLT classificaation

REYNOBOND INDIA



REYNOARCH"®

CONSTRUCTION CHEMICAL

TACREYNOFIX
SPECIAL POLYMER MODIFIED MORTAR
FAB ( Features, Benefits & Advantages )

. For both interior floor and wall applications and for
exterior floor applications

. For installation of vitrified/fully vitrified tiles &glass
mosaic tiles

. Suitable for installations where background and ! REYNOARCH *
location is more demanding like wet areas, submerged et
ar';as. eul: e e ! 8 L TILE ADHESIVE |

. Can be used to install tiles on to various substrates rd
like : Concrete Masonry, Cement Mortar Beds,
Cement Plaster, Existing Vitrified Tile & Ceramic Tile,

Brick Masonry, Cement Terrazzo, Existing Matural Stone REYNOF’X

Spedial Palymer Madiimd M=rtar

".{ﬁ‘- '

Coverage
. Approx. 75 to 80 sq.ft. per 20 Kg pack, using 6mm x 6mm vl fype o ke 2
square notched trowel for a bed of 3mm it

Spetinfly rece

. Coverage will depend on the nature and flatness of the
surface and the method of application

. For good coverage, it is must that all surfaces are smooth,
plumb, level and free from defects and undulations

Working Properties at 27° C Packaging Colour

. TAC REYNOFIX Adhesive mixed with Water 40kg Grey & White
Open Time 20 minutes
Pot Life 3 hours
Time fo Heavy Traffic 16 - 24 hours

- Actual perfarmance will depend on installation methods and side conduction

Technical data

15 Data
Prapenty: Tesmethod | Requirement Typlcal Values
TensieAdhasion
DryConditions Minimum 2
Annex A [Clause 5.1} 1,00 Mimm® 1 N/mm
Wel Conditions Einemum .
Anniex A {Clause5.1) 1.00 Mimm* 1 N/mm
DryCondibons Minimuem
AnnexB(Ciause5.2) 1.25 Mimm® 1.1-1.2 Nfmm?
 Heat Ageing | Mimimum 5
Annex B (Clause 5.2) 1.00 Wimm? 1 N/mm
Wet Conditians Mimimurm 5
AnnedB{Clause 5,2) 1,00 Bimm? 1 M/mm
Shiprasistance
Annex E(Clause 5.5) =0.5mm 0.30-0.45mm
Standard

TAC REYNOFIX complies to 15 15477:2019, CML No. 8400211808 “Type 2 Reynofix”
Also complies with EN C1TE classificaation
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REYNOARCH"®

CONSTRUCTION CHEMICAL

TAC 2T 315
POLYMER BASED FLOOR & WALL TILE ADHESIVE

FAB ( Features, Benefits & Advantages )

. For both interior floor and wall applications and for
exterior floor applications

. For installation of vitrified /fully vitrified tiles & glass
mosaic tiles

. Suitable for installations where background and

location is more demanding like wet areas, submerged
areas etc

. Can be used to install tiles on to various substrates
like : Concrete Masonry, Cement Martar Beds,
Cement Plaster, Existing Vitrified Tile & Ceramic Tile,
Brick Masonry, Cement Terrazzo, Existing Natural Stone

Coverage

. Approx. 45 to 50 sq.ft. per 20 Kg pack, using Brmm x 6mm
square notched trowel for a bed of 3mm

. Coverage will depend on the nature and flatness of the
surface and the method of application

. For good coverage, it is must that all surfaces are smooth,
plumb, level and free from defects and undulations

FOR WET AREAS [

Working Properties at 27° C Packaging Colour
_TAC 2T 315 Adhesive mixed with Water kg | GreySWhite
OpenTime 20 minutes
Paot Life 3 hours
Time to Heavy Traffic 16-24 hours

. Actual performance will depend on installation methods and side conduction

Technical data

| 15 Data
Prapery: Tesmethod | Requiramant Typleahfolues
Tensilesdneson

DiryConditions himirmurm

Annea A (Clause 5.1) 1.00 Mirarm? 11412 Mimm?
Wl Condilions himimum . ,

Anned A (Clause 5.1) 1.00 Mfrm? 1.9-1.2 Nimim?
Dry Cenditions Minimurm | ;

AnnexB (Clauses.2) 1.25 Nimm? 1.25-1 408/mm?®
_H'-;r_';'-ﬂem"ﬂ Mimirmum .

AnnexB | Clause 5.2) 1.00 Mimm? 1.05-1.15Nmm
Wat Condlitions Binmum 5

Annex B{Clause 5.2} 1.00 Whmm? 1.10-1. 20N mrm
Slipresistance

Annex E(Clause 5.5) =0.5mm 0.30-0.45mm

Standard

TAC 2T 315 complies to 15 15477:2019, CML Mo, 8400211808 “Type 2T"
aiza complies with EN C1TE ciassificaation

REYNOBOND INDIA
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CApprox. 45 to 50 sg.ft. per 20 Kg pack, using Bmm x 6mm

REYNOARCH"®

CONSTRUCTION CHEMICAL
TAC 3T 325
HIGH STRENGTH POLYMER BASED TILE ADHESIVE

FAB ( Features, Benefits & Advantages )

. High Polymer based thin set adhesive for both
Internal & External Floor & Wall

. For installation of ceramic / clay / vitrified / basalt /
and porcelain / all natural stone tiles

. Good underwater shear bond allows this product

be to used for wet areas like swimming pools, sauna,
water bodies and washrooms

REYNOARCH'|
TILE ADHESIVE

. To install tiles on to various substrates like :
Concrete Masonry, VDF / Trimix Concrete,
Cement Mortar Beds, Cement Plaster, Existing
Vitrified Tile & Ceramic Tile, Brick Masonry,
Cement Terrazzo and Existing Natural Stone

3T325

Alwutonad Mutfivurp o Liis
TRE ATHEANE

A ol b i e v

Coverage

using square notched trowel for a bed of 3mm
Coverage will depend on the nature and flatness of the
surface and the method of application

For good coverage, it is must that all surfaces are smooth,
plumb, level and free from defectsand undulations

Colour
Grey & White

Packaging
20 kg

Working Properties at 27° C
. TAC 3T 325 Adhesive mixed with Water

'OpenTime 20minufes
PotLife 3-dhours
TimetoHeavyTraffic 1 4-24hours

Actual performance will depend on installation methods and side conduction

Technical data

| | IS Data
[ | Ts;tupml{erggt.ld I Requitement Typical Values
Tensile '1'"'::;{:?;':3';: l-l MI?'IITI‘II‘-I.FI::'].E 18-2N/mm*
PN s congmns - [MIMUTI0 | 5 3 3w
I |
oo TMRmmss | o
P e
| " | 1:25-1.35 Nfmme
RES?;EHEE .‘.us.:ulur;r;ﬁ:liir;fs-5| =05mm 0.40-0.45 mm

Standard

TAC 3T 325 complies to 15 15477:2019, CML No. 8400211808 “Type 37"
also complies with EN C2TE classificaation

REYNOBOND INDIA



REYNOARCH"®

CONSTRUCTION CHEMICAL

TAC 4T 40
ADVANCED MULTIPURPOSE TILE ADHESIVE

FAB ( Features, Benefits & Advantages )

. Highly flexible & high strength with polymer modification
for both Internal & External Floor & wall

. Water resistant, non-sag & non slump formula for ;
large format tiles in walls and floors system ' S REYNOARCH |

. Can be used for highly diversified uses, material and surfaces | BN =YslZI2L"=

Coverage

. Approx. 45 to 50 sq.ft. per 20 Kg pack, using 6mm x 6mm
square notched trowel for a bed of 3mm

. Coverage will depend on the nature and flatness of the
surface and the method of application

. For good coverage, it is must thatall surfaces are smooth,
plumb, level and free from defects and undulations

Working Properties at 27° C

TAC 4T 40 Adhesive mixed with Water Packaging | Colour
Open Time 30 minutes 20kg Grey & White
Fot Lite 3 hours

Time ta Heavy Traffic 16 - 24 hours

Technical data

15 Drata
Tz;g'ﬂe;tilyﬂd Reguirement Typical Values
Dy Condrtians— Minimum 1.5
Bnsils Fannex A (Clauses, 1) e 3.0-3. 1N/ mm*
Adhesion
Wit Conditions— | Minimuml0 | 4 £ 5 gty
fhnnay A [Clauses 1) Mt
Dy Comnditions Minimumi.5 : ;
CAnnes 8 |Cause 5.2 M/ 2.9-3 N/mm
sShear |
Hirat Ageing - hinirum 1.0 : 2
Avdhesian lﬁ.nnem BiClause 5.2} M 1.3-1.4N/mm
| S P
‘Wiat Conditions - hinimum1.0 s
| Annex B|Clawse 5.2) Wy 1.4-1.5N/mm
Slip Slip resfstance -
Resistance |AnnesE |Clause 5,5) =15 mm 0.35-0.45 mm
Transverse |  primere 22 Smm 2.55 mm - 2,65
Deformatien|  (Clause 5.6 <5, 00mim mm
Standard

TAC 4T 40 complies to 1S 15477:2019, CML No. 8400211808 "Type 4T"
Also complies with EN C2TE 51 classificaation

REYNOBOND INDIA




REYNOARCH"®

CONSTRUCTION CHEMICAL

STOTILFIX

STONE AND TILE ADHESIVE FOR ALL SURFACE

Key Feature
* SingleComponent- Easy to use, MS Polymer based mighty strength & flexible
stone & tile adhesive for external & internal application. No mixing & no wastage.
« Multi substrate cohesion — Can paste all types of stones & tiles on any surfaces.
Shall bond easily to damp surfaces.

* Non-Toxic - Low VOC, Isocyanate free — Safe for workers, end users & environment.
* Strong & Durable — UV resistant & highly elastic, can withstand high external forces
and extreme conditions where the substrates are susceptible to drastic expansion

and contraction. Can exhibit excellent resistance to moisture, temperature
variations and chemicals.

* Quick Grab and Fast Curing - Initial grab within 30 minutes of pasting tile & stone
and 24-36 hours for obtaining full bond strength.

Coverage

Smear the back of the stone or tile with dabs in each corner some parts of
centre and ensure to cover at least 20% of the area of each piece.
Recommended thickness of smear to be

between 1.5mm to 10mm

Working properties at 27 C

| Opentime 10 minutes at 25°C

Hardening Time 4-6 hours STOTIL =110

U100 & TEE ALH ERIVE FET AL SLWPALE

Technical data

5 B g =y T e

| Bass M3 Polymer e 110 e
| Curing System Maoistura Cure L 1
Hardne:sé EID+5 Sh ora.,'ﬂ.-; . : ::;j
| Spacifiic Gravity 1.50 g/ml ol =
! &;x:mum Dar;m-ualmn il 20%, Y
Elaslic Racover =75 %
. Service Tamperzlure 40 7C to +120 °C b m,l .T\ P_I\ l,l “'1.1.:1_'. ,\_“ =
. Application Temperature +5 to 40 °C
Tansile Sirength = - 12-16 Nimm? Pa Ckagl ng CO [ our
| Shear I‘-.u:ihasmn"‘f.,rgaﬁ'?g':gtlfﬂ 11-13 Mimm?
Elasticity Modulus 100% 2.30 N/mm? 1kg pouch White
1 Elongation at break A00%
I Firﬁ-Ratlng AZ (Do not contrihuta to fire)

REYNOBOND INDIA



REYNOARCH"®

CONSTRUCTION CHEMICAL

TGC 99
UNSANDED CEMENTATIOUS POLYMER TILE GROUT

FAB ( Features, Benefits & Advantages )

. Good bond strength

. Water and shock resistant

. Colour fast

. Suitable for both Interior, Exterior, Floor&Wall joint

width of upto 3mm nmmnqu
. Easy application and clean up W
. Easy maintenance _
. Non-cracking & non-shrink REYNOSTYLE-TGC 99

. Designed for grouting glazed wall tiles, porcelain tiles, mosaic,
vitrified & fully vitrified tiles, natural and engineered stones

Working Properties at 27° C

Pot Life &0 minutes

Foot Traffic 24 Hours

Technical data

| BOTENT Pa cﬁgmg Colour
: - ;
1:;?&‘;?;& Reguiremeant Typical Values & Multicolor
Abrasion resistance; 150 T
13007-4: Clawse 4,4; <2000 mim? 1300 - 1600/mm?
En 12208-2
Flexural strength under standard !
conditions: 150 13007+ & Clause | 22.5 N/mm? 3.0 - 3.5N/mm*
1,1.3; EN128083

Compressive Strength under
standard conditions: 150 =15 NSmm?® 820 - 22N/mm?
13007- 4 | Clause

| Shrinkage: 150 13007- 4; Clause
4.3 EN 12808 - 4 <3mm / m 2.00 - 2. 2mm/m

Water Absorptlon after
30 Minutes: 150 13007- 4 <5.0g 25-3.0g
Clause 4.2;EN 12308 - &

The polymer grout conforms to EN 13888,

Coverage

Consumption depends on joint width, size of tiles
Theoretical coverage calculation in kg/m2
(Tile length + Tile breadth) x Tile thickness x loint width x Wet density*

{Tile length + loint width) % (Tile breadth + Joint width)
All thedimensions are in mm

Standard
. Complies with TGC 99 En13888.

REYNOBOND INDIA




REYNOARCH"®

CONSTRUCTION CHEMICAL

GROUT ADMIX

TILE & STONE CARE '

FAB ( Features, Benefits & Advantages )

. Good bond strength
. Water and shock resistant I:_E‘I'HMCI'I'
. Colour fast

LILE & STONE LARES
. Suitable for both Interior, Exterior, Floor&Wall joint T
width of upto 3mm - g

. Easy application and clean up SRR
; GROUT ADMIX
. Easy maintenance

. Non-cracking & non-shrink
. Designed for grouting glazed wall tiles, porcelain tiles, mosaic, Packaging

vitrified & fully vitrified tiles, natural and engineered stones 200gm

Colour
Multicolar

Working Properties at 27° C

Pot Life &0 minutes

Foot Traffic 24 Hours

SUPER CLEAN 100 ..

Tile Cleaner for Easier and Efficient Maintenance —
FAB ( Features, Benefits & Advantages ) <
= Fast acting acid-based cleaner 3
* For regular cleaning of dirt and stains on tile surfaces = " REYNOARCH'
« Easy to use, Ready to Use & Fast acting b\x | w
« Forinterior & exterior cleaning applications of Tiles surfaces L
« Substrate All Unglazed Ceramic Tile, Glass Tile, Vitrified Tile, Glass : |

Masaic Tile, Glazed Ceramic Tile, Porcelain Tile Q
= [Dpes not affect the glaze of the applied surface SUPER
= Does not damage the grout applied between the tiles clﬁ%ﬁ”
Instructions for use
» Note: Shake the container well for one minute before opening the container far use.
= Use of gloves is highly recommended as it may cause mild itching or irritation —
* Pour REYNOSTYLE TC GP 001 on the stained surface Packaging
* Wait for 5 minutes so as to allow the tile cleaner to react with the stain. 1 Liter

= Take a scrub pad and rub the surface. Add a little more REYNOSTYLE TC GP 001 if it is feeling dry.
= Rinse it with water and repeat procedure if needed.

* For regular maintenance of tiles, necessary dilution can be done for cleaning the tiles.
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REYNOARCH"®

CONSTRUCTION CHEMICAL

TGE 100
HIGH PERFORMANCE EPOXY TILE GROUT

FAB ( Features, Benefits & Advantages )

. 2 component epoxy resin-based stain-free grout

. 3 component epoxy resin-based stain-free grout

. Colour fast and good bond strength
. Hygienic and Easy to clean

. Chemical and Temperature resistant
. Non-cracking or powdering

. Water and shock resistant
. Resistance to chemical attack, abrasion and impact.

. For interior & covered exterior floor and wall joints
. For all types of ceramic tile, vitreous, semi-vitreous tile,

ST
EPOXY TILE GROUT ’

CONFORME TR BN 11508
Ay witan | g U | e SRR

glass mosaic tiles, metal tiles, precast terrazzo, engineered T — —
stone floors and natural stones

. Recommended for Institutional and commercial kitchens, Packaging Colour
Cafeterias, residential facilities, Rest rooms, Schoolsand 5-1kg Multicolor

wet areas like swimming pools, sauna, water bodies and wash rooms,

Working Properties at 27° C

Pot Life 45 minutes
Foot Traffic 24 hours

Technical data

| IS0 f EN Data
Property: ;
Test riethod Reguirement Typical Values
Abrasion resistance: 150
13007 - 4: Clause 4.4; <250 mim? Pass

EN 12808 -2

Flexural strength under standard
conditions: 15013007 4- Clause =30 W/mm* 38 - 40 Nfmm’
4.1.3;EN 128083 -3

Compresshee Strength Under
standard conditions: 150 =45 NSmm? 55 - 57 N/mm?
13307 - 4; EN 12803 - 4

Shrinkags: 150 13007- 4: Clause

4.3 EM 12BDE - 4 <lS5mm/m | 0.6-0.8 mm/m

Water Absorgtion after

240 Minutes: 150 13007- 4: =0.1g 0.015-0.040 8
Clawse 4.2; EN 12808 -5

The epoxy tile grout conforms to EN 13888,

Coverage

. Please refer the coverage chart as it depends on the tile size,
joint width and depth.

Standard

. Complies with EN 13888 standards
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REYNOARCH"

COMSTRUCTION CHEMICAL

X TRANE

Array ol Innovative Designs
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